
 
 
 
  
 
  
 
 
 

    

TECHNICAL DATA SHEET FOR  

        NIPPON NAX ULTIMA PAINT REMOVER 

PRODUCT DESCRIPTION: 
 

NIPPON NAX ULTIMA PAINT REMOVER is a single component viscous solution & aromatic solvent paint 
remover, specially formulated for stripping of old paint from metals, wood, tile plaster and paint application 

utensils. 

 
PRODUCT FEATURES: 
 

Efficient removal of old finishes  
Safe on metal, wood and plaster 
Can remove the following types of coatings, 

Baked enamels 
Acrylic lacquers 
Varnishes 
Alkyd enamels 
Polyurethanes 

 
SURFACE PREPARATION: 
 

 Ensure good ventilation by opening all windows before use 

 Remove all loose material from surface 
 
APPLICATION: 
 

 Use a soft bristle brush to flow on a heavy even coat.  

 Apply around 3 sq.ft. area at once and keep around 5 minutes until paint is completely softened.    

 Remover the softened paint with a paint scraper.  

 A second application may be necessary in stripping several coats of old paint.  

 After removing the paint, the surface should be cleaned with solvent type cleaner to remove wax and 
grease. 
 Allowed the cleaned surface to dry thoroughly before painting. 

 
PRODUCT PACKAGING: 
 

1 liter  

 
PRODUCT PROPERTIES: 
 

COLOR:     Viscous colorless liquid  

COMPONENTS:    Single  

COVERAGE:   50 - 100 sq.ft. per liter  

(Coverage will depend on the thickness of the applied layer) 

APPLICATION METHOD: Brush 

ODOUR:     Aromatic solvent  

TOXICITY:    High  

MIXING RATIO:    Apply as it is  

POT LIFE:    N/A  

SHELF LIFE:    Best before 24 months 
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 NIPPON NAX ULTIMA PAINT REMOVER 

SAFETY PRECAUTIONS:  

Caution! open container slowly to relieve the pressure. 

 Always keep paint remover out of reach of children.

 Ensure good ventilation during application and drying.

 Wear personal protective equipments when necessary to avoid excessive contact of the remover
with skin.

 Do not smoke while applying. Highly flammable.

 Store in a cool dry place away from heat and sparks.

 Refer to MSDS for more safety information.

The information given is intended to give a description of the product performance under specific test 
conditions. Nevertheless, we cannot assume any responsibility for the use of it since circumstances under 
which the products are applied in practice are subjected to many variations. We reserve the right to alter 
the given data without notice. 

ENQUIRIES CONTACTS: Nippon Paint Lanka (Pvt) Ltd.     
69A, Buthgamuwa Road, 
Rajagiriya, 
Sri Lanka. 
Phone: +94-114-600400 
Fax:      +94-114-600409     
E-mail: info@nipponpaint.com.lk 
Web: www.nipponpaint.lk  


